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Product Features: 

� Record up to 120 ips Across 8 or 16 Video Channels.
� Enhanced MPEG4/MPEG Selectable Recording Capability including True 4CIF (640x480)  
 Frame Capture.
� Individually Selectable Camera Resolution Settings.
� Individually Selectable Archive Setting (#Days) - By Camera and/or Event.
� E-Mail Notification of Events Including Video Loss, Motion, Recording Loss & Network Polling.
� Local Multi-Screen Synchronized Playback and Integrated Web Browser for Easy Remote  
 Access & System Configuration.
� Easy Integration Via Open API.
� Secure Wall-Mount, 2U Rack-Mount and Desk Top Chassis Designs
� Integrated Features Include Spot Monitor Out, 4 Sensors/2 Controls, Selectable Single  
 Channel Audio Recording or Bidirectional Audio, Bandwidth Throttle, Programmable 

Pre/Post Alarm, Smart Search, Advanced Image Post-
Processing and Secure 64 Bit Encryption.

General Solutions S-Class systems set a new standard for 
reliability, price and performance and include the most 
advanced technology available in the market today. The use 
of MPEG4 and enhanced MPEG compression codecs allow 

users to select the compression method, which suits their 
particular application thereby ensuring efficient use of available HDD 

and bandwidth - without compromising video quality. User-friendly 
DigiOp software includes up to 60 seconds pre-alarm buffering and integrated 

web manager. These advanced features as well as e-mail notification of events; 
selectable recording modes including motion, continuous, schedule and sensor provide 

users with superior performance and image quality. The DigiOp S120 series offers up to 120 
ips across 8 or 16 video channels with a single channel of synchronized audio. Standard features 
include pre-alarm, integrated web manager, smart search, triplex operation on remote and network 
bandwidth throttling allowing users to define transmission speeds for maximum network 
efficiency. Additionally, remote connection for up to 100 video channels is included for complete 
enterprise management capability. This purpose driven, flexible design is FCC and UL certified 
for system integrity and comes complete with DigiOp Remote Manager software for plug and 
play capability and ease of installation and use.

Technical Specification: 

Camera Inputs/Voice Inputs 8 or 16/1
Maximum Record/Maximum Display 120ips/120ips
Compression Method Software (User Selectable)
Video Codec (DigiOp Enhanced/Optimized) Enhanced MPEG1/ MPEG4
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Hardware 

Server Operating System XPE
Server Functionality Triplex
Processor Celeron      
                                                           2.0 or Higher = Pentium 
Memory 512 MB
Standard HDD Size 160 GB
Maximum HDD Capacity / Without CDRW 640 GB /             
                                                                 CDRW = 960/DVDR
Real-Time Display 
External Spot Monitor Out Yes
Sensor/Alarm 4/2
Bi-Directional Audio Yes

File Backup

Network Interface Yes
USB Yes
DVDRW/CDRW                                       CDRW/DVDR
Printer Yes
Automatic Record on Start-up Yes
Automatic Video Detection Yes
Activity Detection Yes
Auto HDD Recovery Yes
Standard Case Configuration         Desktop/2U or Wall mount

Accessories & Options

DVDRW/CDRW DVDR
LAN Card Yes
Keyboard/Mouse Mouse

ips @ 320x240 NTSC/352x288PAL (CIF) 60/120
ips @ 620x240 NTSC/720x288PAL (2CIF) 30/60
ips @ 640x480 NTSC/720x576PAL (4CIF) 15/30
Average Image Size (KB) @ CIF/@2CIF/4CIF 3/6/12
Digital Comb Filter 
Audio Compression G.723.1
File Format Up to  
                                                              128 bit Encrypted DSF

Video Software 

Select Individual Camera Resolutions Yes
Individual File Encryption Yes
Pre-Alarm recording Yes
Email & Event Image Transmission Yes
Multi Screen Playback Yes
One Touch Playback Yes
Event Log & Search Yes
D.T.M. (P.O.S.) Capable Yes
PTZ & Preset Control Yes
Integrated PTZ Protocols Yes
Multiple User Access Yes
Control By User Level Password Yes
Simultaneous Record (All Channels) Yes
Motion-V-Noise Discrimination Yes
Video Motion Detection Yes
Museum Search Yes
Intelli Search Yes
Superior Driver Technology (SDT) Yes

Remote Manager

Triplex Functionality on Remote Yes
Maximum Remote Connection 100 
Video Channel 
Connection Multi-                 
                                                                Multi / Multi Channel
TCIP Connectivity Yes
Bandwidth Throttle  Yes
Remote Transmission Yes
Remote Configuration Yes
Remote Monitoring Yes
Remote Control (Integrated PTZ) Yes
 Integrated Web Browser Yes
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